
CONDOR KIT System

24V  Complete kits with articulated arm actuators for swinging gates, 24 Vdc, up to  5 m length

KIT System

Condor 220

ENTRY •• GKCR220LLB930 • • CU 24V HP 19,2 kg 16

LIGHT •• • GKCR220LLB920 • • CU 24V HP 19,4 kg 16

FULL  •• • • GKCR220LLB903 • • CU 24V HP 19,6 kg 16

Condor 350

ENTRY •• GKCR350LLB930 • • CU 24V HP 19,2 kg 16

LIGHT •• • GKCR350LLB920 • • CU 24V HP 19,4 kg 16

FULL  •• • • GKCR350ELB903 • • CU 24V HP 19,6 kg 16

Condor 500*

ENTRY •• • • GKCR500LLB930 • • QUAD 24V HP 26,0 kg 8

LIGHT •• • • • GKCR500LLB920 • • QUAD 24V HP 26,2 kg 8

FULL  •• • • • • GKCR500LLB903 • • QUAD 24V HP 26,4 kg 8

Condor 500S

ENTRY •• GKCR050SEL930 • • CU 24V HP 18,1 kg 10

LIGHT •• • GKCR050SEL920 • • CU 24V HP 18,3 kg 10

FULL  •• • • GKCR050SEL900 • • CU 24V HP 18,5kg 10

 = Mechanical endstops  -  = Electronical endstops  -  = Encoder

*Condor 500 Accessories included 2 ambidextrous articulated arm AC-100 : 
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Product
description

Product  
code Article Voltage Control 

unit Encoder Radio 
receiver Weight Quantity 

per pallet
Quantity 
per box

230V  Complete kits with articulated arm actuators for swinging gates, 230 Vac, up to  5 m length

KIT System

Condor 220

ENTRY •• GKCR220LHB930 • •
CU  

230V HP 19,2 kg 16

LIGHT •• • GKCR220LHB900 • •
CU  

230V HP 19,4 kg 16

FULL  •• • • GKCR220LHB903 • •
CU 

230V HP 19,6 kg 16

Condor 500

ENTRY •• • • GKCR500LHB930 • •
QUAD  

230V HP 25,8 kg 8

LIGHT •• • • • GKCR500LHB920 • •
QUAD  

230V HP 26 kg 8

FULL  •• • • • • GKCR500EHB903 • •
QUAD  

230V HP 26,2 kg 8

Condor 500S

ENTRY •• GKCR050SEH930 • •
CU  

230V HP 23 kg 10

LIGHT •• • GKCR050SEH920 • •
CU  

230V HP 23 kg 10

FULL  •• • • GKCR050SEH900 • •
CU  

230V HP 23 kg 10

 = Mechanical endstops  -  = Electronical endstops  -  = Encoder

CONDOR KIT System


